
Input Voltage: 220-240Vac 50/60Hz

Beam Angle: 120°

CCT: 3000K / 4000K / 6500K

CRI: 80

IP Rating: IP20

IK Rating: IK08

Steel body, white powder coated finish

Polycarbonate opal diffuser

Push-fit connector block

Plug and Play microwave sensor available separately - TLJUP/MW

Plug and Play emergency pack available separately - TLJUP/EP

Part code
LED

output
(lm)

Luminaire
power

(W)

Luminaire
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(lm/W)

Colour 
temp
(K)

Length
(mm)

Width
(mm)

Height
(mm)

L
Fixing
(mm)

5300 max 22/28/34/40 136 (40W) 1205 180 85 96

7800 max 34/43/52/60 139 (60W) 1505 180 85 1220

10400 max 50/60/70/80 132 (80W) 1805 180 85 1520

Suffix
/DD

/SD

TLJUP/MW

TLJUP/EP

TLJUP/SK

DALI dimmable

Plug and Play emergency pack

Plug and Play microwave sensor

Accessories

+44 (0)1744 368 289
sales@trojan-lighting.co.uk

Jupiter
Surface/Suspended Linear

DIMENSIONSKEY FEATURES

Suspension kit

Options

TECHNICAL INFORMATION

TLJUP/18/CCT

TLJUP/12/CCT

TLJUP/15/CCT

CCT 
selectable

3000/
4000/
6500

Switch dimmable

https://mymesh.co.uk/
https://trojan-lighting.co.uk/contact/
https://casambi.com/
https://www.madeinbritain.org/
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