
Input Voltage: 220-240Vac 50/60Hz

Beam Angle: 120°

CCT: 3000K / 4000K / 6500K

Efficacy: 140Lm/W

CRI: 80

IP Rating: IP20

Steel body, white powder coated finish

Polycarbonate opal diffuser

BESA fixing points on rear

Plug and Play microwave sensor available separately - TLVEN/MW

Plug and Play emergency pack available separately - TLVEN/EP

Part code
LED
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L
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(mm)

5040 max 18/24/30/36 140 (36W) 1230 66 68 1018

8120 max 29/38/48/58 140 (58W) 1530 66 68 1318

9250 max 34/45/56/68 136 (68W) 1830 66 68 1618

Suffix
/DD

/SD

TLVEN/MW Plug & play emergency pack Plug & play microwave sensor

TLVEN/EP

Options

TECHNICAL INFORMATION

TLVEN/18/CCT

TLVEN/12/CCT

TLVEN/15/CCT

CCT 
selectable

3000/
4000/
6500

Switch dimmable

Venus
Surface Batten

DIMENSIONSKEY FEATURES

+44 (0)1744 368 289
sales@trojan-lighting.co.uk

DALI dimmable

Plug and Play emergency pack

Plug and Play microwave sensor

Accessories

https://mymesh.co.uk/
https://trojan-lighting.co.uk/contact/
https://casambi.com/
https://www.madeinbritain.org/
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